
LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: FK-IX150-110N-FSA TYPE:4000-6500K WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:
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DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

�

�

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

152

230

22846.3

1

230.5

8132

100.0

22846

150.9

0.0

100.0

0.0

1.32

1.32

230.5

0.678

151.3
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2021.02.04 Remarks:
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AVERAGE AND CENTER E Figure

Report number: 

NAME: FK-IX150-110N-FSA TYPE:4000-6500K WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

3.00m
936.39cm261.50lx 903.56lx

5.00m
1560.65cm94.14lx 325.28lx

6.00m
1872.78cm65.38lx 225.89lx

7.00m
2184.92cm48.03lx 165.96lx

8.00m
2497.05cm36.77lx 127.06lx

Height AVR E CENTER E Diameter

Angle:114.7deg

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2021.02.04 Remarks:
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ZONAL FLUX DIAGRAM

Report number: 

NAME: FK-IX150-110N-FSA TYPE:4000-6500K WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

��

  5.0   0-  5

 10.0   5- 10

 15.0  10- 15

 20.0  15- 20

 25.0  20- 25

 30.0  25- 30

 35.0  30- 35

 40.0  35- 40

 45.0  40- 45

 50.0  45- 50

 55.0  50- 55

 60.0  55- 60

 65.0  60- 65

 70.0  65- 70

 75.0  70- 75

 80.0  75- 80

 85.0  80- 85

 90.0  85- 90

 95.0  90- 95

100.0  95-100

105.0 100-105

110.0 105-110

115.0 110-115

120.0 115-120

125.0 120-125

130.0 125-130

135.0 130-135

140.0 135-140

145.0 140-145

150.0 145-150

155.0 150-155

160.0 155-160

165.0 160-165

170.0 165-170

175.0 170-175

180.0 175-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total��� � �

DEG LUMINOUS INTENSITY:cd UNIT:lm

8118 8080 8037 7996 8090 8046 8015 7998 192.7 192.7

8042 8011 7963 7907 7991 7940 7915 7910 572.6 765.3

7911 7887 7832 7772 7838 7783 7765 7769 935.9 1701

7725 7709 7652 7581 7639 7577 7564 7579 1273 2974

7486 7477 7422 7333 7375 7309 7303 7329 1574 4548

7193 7196 7132 7042 7054 6983 6982 7020 1830 6378

6830 6849 6782 6678 6678 6603 6607 6659 2031 8409

6406 6427 6363 6228 6213 6138 6147 6215 2166 10574

5894 5936 5848 5712 5673 5593 5614 5693 2225 12800

5298 5320 5215 5071 5041 4971 5008 5107 2199 14999

4588 4588 4490 4311 4267 4203 4253 4405 2071 17069

3762 3784 3670 3538 3533 3352 3528 3601 1842 18911

2766 2915 2761 2632 2541 2491 2557 2760 1517 20429

2052 2043 1961 1790 1666 1635 1713 1894 1146 21575

1238 1249 1147 1031 899.2 908.7 928.1 1128 756.7 22332

532.1 558.3 475.2 451.4 313.7 301.9 322.6 446.5 390.5 22723

103.7 93.24 84.82 44.31 18.58 20.33 20.80 53.05 112.3 22835

7.942 3.335 7.783 3.176 6.353 7.942 3.653 8.101 11.36 22846

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2021.02.04 Remarks:
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ISOCANDELA DIAGRAM

Report number: 

NAME: FK-IX150-110N-FSA TYPE:4000-6500K WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2021.02.04 Remarks:
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ISOLUX DIAGRAM

Report number: 

NAME: FK-IX150-110N-FSA TYPE:4000-6500K WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

18.15m

12.10m

12.10m

 6.05m

 0.00m

0.00m

 6.05m

12.10m

12.10m

18.15m

MOUNTING HEIGHT: 10.0m

 10% 8.132lx

 20% 16.26lx

 30% 24.39lx

 40% 32.52lx

 50% 40.66lx

 60% 48.79lx

 70% 56.92lx

 80% 65.05lx

 90% 73.18lx

Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2021.02.04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 

NAME: FK-IX150-110N-FSA TYPE:4000-6500K WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

  (DEG)�

C(DEG)

UNIT: cd

0

0.0 8132

5.0 8118

10.0 8042

15.0 7911

20.0 7725

25.0 7486

30.0 7193

35.0 6830

40.0 6406

45.0 5894

50.0 5298

55.0 4588

60.0 3762

65.0 2766

70.0 2052

75.0 1238

80.0 532

85.0 104

90.0 7.94
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Test System:HOPOO HPG1800 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2021.02.04 Remarks:
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